
Rate Voltage: 600V/1000V AC or 1500V DC (TÜV), 600V/1000V and 2000V AC (UL) or 1500V DC (S-JET)

Min. Bending Radius: 4 x OD (OD<7.0mm), 6 x OD (OD>7.0mm) 

Conductor: Tinned Copper

Insula�on: XLPO (TÜV, UL)/XLPE (PSE EM CE/ F, S-JET)

Jacket: XLPE (TÜV, UL, S-JET)/FRPE (PSE EM CE/F)

TÜV 50347672/UL E318358/PSE JET 2381-12004-1001/S-JET 1665-12024-001

Flame Tested: EN 60332-1-2

RoHS Compliant: Halogen Free

Rate Temperature: -40°C ~ +90°C (TÜV, UL, S-JET), -25°C ~ +90°C (PSE) 
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Con�guration

Speci�cations

Cross Sec�on [mm2] TÜV

Cross Sec�on [mm2] PSE

Cross Sec�on [mm2] S-JET

AWG UL

Conductor Composi�on EN50618 (TÜV) 

Conductor Composi�on PSE 

Conductor Composi�on UL

Conductor Composi�on S-JET 

Outer Diameter [mm] EN50618 1500V (TÜV)

Outer Diameter [mm] TÜV 600V/1000V

DualLayerOD [mm] TÜV 600V/1000V & UL 1000V    

DualLayerOD [mm] UL 600V

DualLayerOD [mm] UL 1000V/2000V

DualLayerOD [mm] TÜV 1500V & UL 1000V/2000V 

Outer Diameter [mm] PSE EM CE/F

Outer Diameter [mm] S-JET

TÜV Rated Current* [A] DC

UL Rated Current 

PSE Rated Current

S-JET Rated Current 

Conductor Resistance [Ω/km] TÜV

Conductor Resistance [Ω/km] UL

Conductor Resistance [Ω/km] PSE

Conductor Resistance [Ω/km] S-JET

Colors Black, Red and Blue (TÜV, UL, S-JET); Black (PSE) 
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