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 ●  Over current protec�on for module strings
 ●  Support the PV fuse rating 2-32A with UL listed
 ●  IP67 or IP68 waterproof and dustproof protection
 ●  Max 75°C operation temperature to withstand extreme climate
 ●  Optional connection by connector or cable
 ●  In-line fuse design with assembly type or overmold type
 ●  UL E351893

 



Photovoltaic ConnectionS417  Fuse Cable / Fuse Holder UL 1500V
Inline Fuse

Dimensions

Fuse Cable / S417-Axxxx

Unit: mm

Rated Voltage             

Cer�fied Current

Rated Current

Housing Protec�on

Degree of Protec�on

Flammability Class 

Wire Size

Fuse Op�onal

1500Vdc

32A

32A @ 75°C

Overmold

IP68 (1m, 1hr)

UL94 V-0

Fuse Holder / S417-0xxxx

12-8AWG

1500V, 2-32A, Crimped cable

Compa�ble Fuse Brand Li�elfuse / Mersen

11.5mm x 112mm

1500Vdc

30A

15A @ 75°C, 20A @ 50°C

Assembly

IP67

UL94 V-0

14-10AWG

1500V, 2-20A, Assembled

Li�elfuse / Mersen / Bussmann

10mm x 85mmFuse Dimension

200 20165 101200 40

150 25160.9 5150 25

UL 2000V 10AWG BLACK CABLE OD7.0mmUL 2000V 10AWG BLACK CABLE OD7.0mm

1500V FUSE CABLE WITH 30A FUSE (Mersen HP15M30CC )

F TYPE MALE CONNECTORF TYPE FEMALE CONNECTOR

Fuse Cable

Fuse Holder
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